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FOR COUNTY ENGINEER DATE

DESCRIPTION BY APPROVED DATE FILMED

ORIGINAL

CONTRACTOR DATE STARTED
INSPECTOR DATE COMPLETED

KEY MAP & GRADING PLAN FOR:
PRIVATE CONTRACT

CE&S

N.A.D. 83

LAMBERT COORDINATES

NO.
W.O.

J.N. 2006-107

A-0.1

SHEET        OF        SHEETS
PUBLIC DEVELOPMENT DEPARTMENT

COUNTY OF SAN  DIEGO, CALIFORNIA
1 3

8901  DEL  DIOS  HIGHWAY, RANCHO  SANTA  FE, CA 92067

-

-

PLANNERSCIVIL ENGINEERS LAND SURVEYORS
7888 SILVERTON AVENUE,                            SUITE "J"                          SAN  DIEGO,   CALIFORNIA  92126
TELEPHONE:  (858) 271-9901           FAX:  (858) 271-8912

10180 TELESIS COURT, SUITE 333

PHONE: (858) 334-6116
SAN DIEGO, CA 92121

T-MOBILE CA/NV, LCC

NONE:  PUBLIC RIGHT-OF-WAY
NEAREST ADJACENT PARCEL: 678-021-03

CUT = 81.5 C.Y.,  FILL = 13.5 C.Y.,  EXPORT = 68.0 C.Y.

THIS PROJECT PROPOSES EXPORT OF 68.0 CUBIC YARDS OF MATERIAL FROM THE
PROJECT SITE. ALL EXPORT MATERIAL SHALL BE DISCHARGED INTO A LEGAL DISPOSAL
SITE. THE APPROVAL OF THIS PROJECT DOES NOT ALLOW PROCESSING AND SALE OF
THE MATERIAL. ALL SUCH ACTIVITIES REQUIRE A SEPARATE CONDITONAL USE PERMIT.

THE BASIS OF HORIZONTAL CONTROL FOR THIS SURVEY IS THE NORTH AMERICAN DATUM
OF 1983. PLANE COORDINATES SHOWN HEREON ARE IN TERMS OF THE CALIFORNIA STATE
PLANE COORDINATE SYSTEM OF 1983, ZONE 5



FOR COUNTY ENGINEER DATE

DESCRIPTION BY APPROVED DATE FILMED

ORIGINAL

CONTRACTOR DATE STARTED
INSPECTOR DATE COMPLETED

SHEET        OF        SHEETS
PUBLIC DEVELOPMENT DEPARTMENT

EROSION CONTROL PLAN FOR:
PRIVATE CONTRACT

CE&S

2 3

N.A.D. 83

LAMBERT COORDINATES

NO.
W.O.

J.N. 2006-107

A-0.2

PLANNERSCIVIL ENGINEERS LAND SURVEYORS
7888 SILVERTON AVENUE,                            SUITE "J"                          SAN  DIEGO,   CALIFORNIA  92126
TELEPHONE:  (858) 271-9901           FAX:  (858) 271-8912

COUNTY OF SAN  DIEGO, CALIFORNIA

8901  DEL  DIOS  HIGHWAY, RANCHO  SANTA  FE, CA 92067

-

-



FOR COUNTY  ENGINEER DATE

DESCRIPTION BY APPROVED DATE FILMED

ORIGINAL

CONTRACTOR DATE STARTED
INSPECTOR DATE COMPLETED

SHEET        OF        SHEETS
PUBLIC DEVELOPMENT DEPARTMENT

EROSION CONTROL PLAN FOR:
PRIVATE CONTRACT

CE&S

3 3

N.A.D. 83

LAMBERT COORDINATES

NO.
W.O.

J.N. 2006-107

A-0.3

PLANNERSCIVIL ENGINEERS LAND SURVEYORS
7888 SILVERTON AVENUE,                            SUITE "J"                          SAN  DIEGO,   CALIFORNIA  92126
TELEPHONE:  (858) 271-9901           FAX:  (858) 271-8912
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50' MIN

WIDTH TO
ACCOMODATE

TRAFFIC
(12' - 15')

NOT TO SCALE

"X"

"X"

SECTION "X" - "X"
NOT TO SCALE

1' MIN ON FILTER FABRIC OR AS
SPECIFIED BY SOILS ENGINEER

CRUSHED AGGREGATE GREATER
THEN 3 IN. BUT LESS THEN 6 IN.

ORIGINAL GRADE

(CONTRACTOR TO FIELD LOCATE)

COUNTY OF SAN  DIEGO, CALIFORNIA

8901  DEL  DIOS  HIGHWAY, RANCHO  SANTA  FE, CA 92067

-

-

EROSION CONTROL NOTES
TEMPORARY EROSION CONTROL PRIOR TO COMPLETION OF FINAL IMPROVEMENTS SHALL BE
PERFORMED BY THE CONTRACTOR AS INDICATED BELOW:

1. FOR GRADED DRIVEWAYS WITH SLOPE GREATER THAN 2% PROVIDE DESILTING BASINS
AS INDICATED ON DETAILS.

2. FOR STORM DRAIN INLET, PROVIDE A GRAVEL BAG SILT BASIN IMMEDIATELY UPSTREAM OF
INLET AS INDICATED ON DETAILS.

3. FOR INLETS LOCATED AT SUMPS ADJACENT TO TOP OF SLOPES, THE CONTRACTOR SHALL
ENSURE THAT WATER DRAINING TO THE SUMP IS DIRECTED INTO THE INLET AND THAT A MIN-
IMUM OF 1.00' FREEBOARD EXISTS AND IS MAINTAINED ABOVE THE GRADE SHOWN ON THESE
PLANS, THE CONTRACTOR SHALL PROVIDE IT VIA TEMPORARY MEASURES, I.E. GRAVEL BAGS
OR DIKES.

4. THE GRADING CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANUP OF SILT AND MUD ON
ADJACENT STREET DUE TO CONSTRUCTION ACTIVITY.

5. THE CONTRACTOR SHALL CHECK AND MAINTAIN LINED AND UNLINED DITCHES AFTER EACH
RAINFALL.

6. THE CONTRACTOR SHALL REMOVE SILT AND DEBRIS AFTER EACH MAJOR RAINFALL, OR
WHEN SILT REACHES AN ELEVATION OF 0.5' BELOW WEIR OPENING FOR GRAVEL BAG
BASINS.

EROSION CONTROL NOTES
1. EROSION CONTROL ON SLOPES/PADS SHALL BE MITIGATED BY INSTALLING TEMPORARY EROSION
    CONTROL CONFORMING TO THE FOLLOWING:

NON-IRRIGATED HYDROSEED MIX:

Lbs./Acre                                Purity/Acre                                         Seed Species
20                                           70%                                                    Atriplex Glauca
50                                                                                                      Plantage Insularis
8                                                                                                        Encelis Farinosa
6                                              Scarified                                            Lotus Scoparius
7                                             50% Plus                                            Exchscholtizia California
91 lbs.

2. THE TOPS OF ALL SLOPES SHALL BE DIKED OR TRENCHED TO PREVENT WATER FLOWING OVER
     CREST OF SLOPES
3.  HYDROSEED MIX SHALL BE PLACED DURING RAINY SEASON  (OCTOBER TO APRIL).

4.  GRAVEL BAGS SHALL BE PLACED ON THE UPSTREAM SIDE OF ALL DRAINAGE INLETS TO MINIMIZE SILT
     BUILDUP IN THE INLETS AND PIPES.

4.  PROVIDE AND MAINTAIN GRAVEL BAG CHECK DAMS ON ANY UNPAVED STREETS, PARKING AREA,
      DRIVEWAY OR SWALE AS FOLLOWS:

          GRADIENT LESS THAN 3% AT 100 FEET BETWEEN CHECK DAMS
          GRADIENT BETWEEN 3-6% AT 50 FEET BETWEEN CHECK DAMS
          GRADIENT OVER 6% AT 25 FEET BETWEEN CHECK DAMS.

     ALL CHECK DAMS SHALL BE 1.5 FEET HIGH AND THE GRADED WIDTH OF THE STREET. PARKING
     AREA, DRIVEWAY OR SWALE.

7. EQUIPMENT AND WORKERS FOR EMERGENCY WORK SHALL BE MADE AVAILABLE AT ALL
TIMES DURING THE RAINY SEASON. ALL NECESSARY MATERIALS SHALL BE STOCKPILED
ON SITE AT CONVENIENT LOCATIONS TO FACILITATE RAPID CONSTRUCTION OF TEMPORARY
DEVICES WHEN RAIN IS IMMINENT.

8. DEVICES SHOWN ON PLAN SHALL NOT BE MOVED OR MODIFIED WITHOUT THE APPROVAL
OF THE RESIDENT ENGINEER AND THE ENGINEER OF WORK.

9. THE CONTRACTOR SHALL RESTORE ALL EROSION CONTROL DEVICES TO WORKING ORDER
TO THE SATISFACTION OF THE RESIDENT ENGINEER AND ENGINEER OF WORK AFTER EACH
RUN-OFF PRODUCING RAINFALL.

10. THE CONTRACTOR SHALL INSTALL ADDITIONAL EROSION CONTROL MEASURES AS MAY BE
REQUIRED BY THE RESIDENT ENGINEER AND THE ENGINEER OF WORK DUE TO UNCOMPLETED
GRADING OPERATIONS OR UNFORSEEN CIRCUMSTANCES WHICH MAY ARISE.

11. THE CONTRACTOR SHALL BE RESPONSIBLE AND SHALL TAKE NECESSARY PRECAUTIONS TO
PREVENT PUBLIC TRESPASS ONTO AREAS WHERE IMPOUNDED WATERS CREATE A  HAZARDOUS
CONDITION.

12. ALL EROSION CONTROL MEASURES PROVIDED PER THE APPROVED GRADING PLAN SHALL BE
INCORPORATED HEREON.

13. GRADED AREAS AROUND THE PROJECT PERIMETER MUST DRAIN AWAY FROM THE FACE OF THE
SLOPE AT THE CONCLUSION OF EACH WORKING DAY.

14. ALL REMOVABLE PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH WORKIING
DAY WHEN THE FIVE DAY RAIN PROBABILITY FORECAST EXCEEDS 40%.

15. THE CONTRACTOR SHALL GRADE, INCLUDING CLEARING AND GRUBBING, ONLY FOR THE AREAS FOR
WHICH THE CONTRACTOR CAN PROVIDE EROSION CONTROL MEASURE.

16. THE CONTRACTOR SHALL ARRANGE FOR WEEKLY MEETING DURING OCTOBER 30TH TO MARCH
30TH FOR PROJECT TEAM (GENERAL CONTRACTOR, QUALIFIED PERSON, EROSION CONTROL SUB-
CONTRACTOR IF ANY, ENGINEER OF WORK, DEVELOPER AND THE RESIDENT ENGINEER) TO EVALUATE
THE ADEQUACY OF THE EROSION CONTROL MEASURES AND OTHER RELATED CONSTRUCTION ACTIVITIES.
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